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SUMMARY

The internal fluid mechanics research program in inlets, ducts, and noz-

zles consists of a balanced effort between the development of computational

tools (both parabolized Navier-Stokes and full Navier-Stokes) and the conduct

of experimental research. The experiments are designed to better understand

the fluid flow physics, to develop new or improved flow models, and to provide

benchmark quality data sets for validation of the computational methods.

The inlet, duct, and nozzle research program is described according to

three major classifications of flow phenomena: (i) highly three-dimensional

flow fields, (2) shock - boundary-layer interactions, and (3) shear layer con-

trol. Specific examples of current and future elements of the research program

are described for each of these phenomenon. In particular, the highly three-

dimensional flow field phenomenon is highlighted by describing the computational

and experimental research program in transition ducts having a round-to-

rectangular area variation. In the case of shock - boundary-layer interactions,

the specific details of research for normal shock - boundary-layer interactions

are described. For shear layer control, research in vortex generators and the

use of aerodynamic excitation for enhancement of the jet mixing process are

described.

Future research in inlets, ducts, and nozzles will include more emphasis

on three-dimensional full Navier-Stokes methods and corresponding experiments

designed to concentrate on the appropriate three-dimensional fluid flow

physics.

INTRODUCTION

The internal fluid mechanics research program in inlets, ducts, and noz-

zles is described according to three types of fluid flow phenomena: highly

three-dimensional flow fields, shock - boundary-layer interactions, and shear

layer control. The importance of each of these flow phenomena is a result of

the drivers listed in figure I. For example, highly three-dimensional internal

flow fields result from unconventional engine locations where twisting and

turning inlets, ducts, and nozzles must be designed to deliver the airflow to

and from the free stream. Aircraft thrust vectoring requirements quite often

lead to the transitioning of nozzle cross-sectional geometries from round to

rectangular with resultant three-dimensional flows. Aircraft maneuverability

requirements can lead to significant three-dimensional flow fields entering
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the propulsion system inlet and ducting system. The push toward higher flight

speeds, for both military and civilian applications, leads to the importance

of research in shock - boundary-layer interactions within inlets, ducts, and

nozzles. The desire to design inlets, ducts, and nozzles to be as short and

light as possible points to the importance of shear layer control as a means

for "stretching" the limits of the geometry while avoiding internal flow sepa-

rations. Shear layer control in another sense, that is, the use of aerodynamic

excitation to control the formation and development of a mixing layer, offers

the potential for enhancing the mixing process in external nozzle flows.

Specific elements of the inlet, duct, and nozzle research program are

listed in figure 2 for each of the three flow field phenomena. The four ele-

ments underlined in the figure will be expanded upon in the remainder of the

paper. Specifically, highly three-dimensional flow fields will be illustrated

by describing the transition duct research program. The shock - boundary-layer

interaction phenomenon will be illustrated with a description of the normal

shock - boundary-layer interaction research program. Shear layer control

research will be illustrated with two examples of current programs: vortex

generator research and enhanced jet mixing research. The remaining four ele-

ments of the overall program, that is, offset ducts, oblique shock - boundary-

layer interactions, glancing sidewall shock - boundary-layer interactions, and

boundary-layer bleed, will not be described in this paper, although they are

also key elements of the overall program.

As illustrated in figure 3, the approach to the research program in

inlets, ducts, and nozzles consists of a balance between computational and

experimental research. Computationally, much of the emphasis up until recently

has been on the development and validation of parabolized Navier-Stokes meth-

ods. More recently and for the future, more emphasis is being placed on three-

dimensional full Navier-Stokes methods. Shown on the right-hand side of the

figure are the elements of the experimental program in inlets, ducts, and noz-

zles. They are aligned with the respective computational method and point out

the close linkage between the computational and experimental elements of the

program. Note that each of the program elements listed in figure 2 under the

three different flow phenomena also appear here in figure 3 as specific

experiments.

HIGHLY THREE-DIMENSIONAL FLOW FIELDS

Transition Ducts

Highly three-dimensional flow field research is illustrated by describing

the transition duct research program.

Transition ducts are characterized by a cross-sectional geometry that

transitions from round to rectangular (ref. 1). A sample three-dimensional

parabolized Navier-Stokes (PNS) computation for a specific transition duct

geometry is illustrated in figure 4. (Details of the computational method are

given in refs. 2 and 3.) The geometry is described by a rectangular exit having

an aspect ratio (width/height) of 3.0. The duct is 1.5 inlet diameters long

and has an exit-to-inlet area ratio of 1.0. The figure shows near-wall veloc-

ity vectors on the left, with a display of the secondary velocity vectors in

the rectangular exit plane shown below it. The three-dimensional character of
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the flow field is clear. On the right side of the figure are contours of sur-

face shear stress on the duct. Zero shear stress corresponds to the onset of

flow separation on the duct surface. Note that the computation indicates that

this particular geometry has a small localized separation zone about halfway

down the duct. The flow reattaches just downstream of this zone and remains

attached for the remainder of the duct length. The separation is apparent in

both the near-wall velocity vectors and in the surface shear stress contours.

As an illustration of how the computational results shown in the previous

figure can be used, figure 5 shows the internal flow separation bounds for a

class of transition duct geometries. Each duct geometry has the same area

ratio of 1.0, but the length ratio and the exit aspect ratio are varied. Spe-

cifically, for four different aspect ratios, the length ratio was decreased

from a value where the internal flow was completely attached to a value where

the flow just began to separate. This series of computations then resulted in

the separation bound shown in the figure. For geometries above the curve, the

flow is attached; for geometries below the curve, the flow is separated. One

experimental data point is spotted on the figure as a case where the flow was

massively separated within the duct.

To develop a more detailed understanding of the flow physics within tran-

sition ducts, to improve models of the flow physics, and to validate computa-

tions like those shown in the previous two figures, experiments are underway

using the model and facility shown in figure 6. The model was machined to

match exactly one of the geometries for which the three-dimensional PNS method

had been applied. Shown in this figure is a photo of the model during the

final machining stage together with a superimposed display of the computa-

tional surface. Also shown is the test facility. Special care was taken to

condition the transition duct inflow properly to provide the desired levels of

inflow turbulence, flow angularity, and boundary-layer profile. Modifications

to the facility are currently underway whereby the inflow tank is being con-

nected to a high-pressure supply system to provide higher Reynolds number test

capability.

Experimental results are shown in figure 7 at a one-dimensional duct Mach

number of 0.5. On the left side of the figure, surface static pressure meas-

urements are shown along the centerline of the duct. On the right side of the

figure are shown results from a surface oil streak flow visualization experi-

ment. These oil streaks agree quite well qualitatively with the computational

near wall velocity vectors. Although not shown here, experimental measurements

have just been made of flow direction in the duct exit plane. Efforts are

currently underway to compare those results with the corresponding three-

dimensional PNS computations. Future experiments will include detailed probing

of the flow field within this duct and others, and direct measurement of sur-

face shear stress using an advanced laser measurement technique.

In addition to conducting aerodynamic experiments with the highly three-

dimensional flow fields of transition ducts, heat-transfer experiments are also

being conducted. Heat transfer is of particular concern for these types of

flow fields because of applications where the three-dimensional flows may

result in high-temperature flow streams (i.e., engine core flow) finding their

way to the transition duct (nozzle) surfaces. Figure 8 shows a square-to-

rectangular transition duct model which was tested in the facility shown on the

right (ref. 4). To measure the surface heat-transfer characteristics of the
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duct, the surface was coated with a liquid-crystal material. After establish-
ing the desired amountof airflow through the duct, the duct surface was heated
so that the resulting color bands (isotherms) on the liquid-crystal surface
could be interpreted in terms of local heat transfer coefficient (refs. 5 to 7).

Results from the liquid-crystal heat-transfer experiment are illustrated in
figure 9. Different colors on the liquid-crystal surface correspond to differ-
ent surface temperatures, which, whencombined with the knownlevel of surface
heat input, lead to experimentally determined values of surface heat-transfer
coefficient. Regions of high and low heat transfer are pointed out in the fig-
ure. By photographing the surface and then digitizing the photographic image,
quantitative values of surface heat-transfer coefficient are obtained over the
entire surface.

SHOCK- BOUNDARY-LAYERINTERACTIONS

Normal Shock - Boundary-Layer Interaction

Shock - boundary-layer interaction research is illustrated by describing
the normal shock - boundary-layer interaction research program. Other shock -
boundary-layer interaction work is described in references 8 to 12.

Figure i0 illustrates the nature of the normal shock - boundary-layer
interaction. The interaction is shownat two Machnumbers, 1.3 and 1.6, and
the nature of the interaction is illustrated with a schlieren photograph and a
surface oil streak photograph at each Machnumber. The photographs were
obtained in the Lewis I- by 1-Foot Supersonic Wind Tunnel. The schlieren pho-
tographs give a view of the interaction integrated across the full width of
the test section, while the surface oil streaks illustrate the details of the
flow field along the sidewall of the test section. At both Machnumbers, the
schlieren photographs show the shock being bifurcated into a "lambda shock" in
the interacting region. The sidewall surface oil streaks indicate a signifi-
cant difference in the structure of the flow field for the two cases. At Mach
1.3 the flow along the sidewall remains uniform and passes through the shock
structure with no major alteration. At Mach1.6, the adverse pressure gradi-
ent across the shock is strong enough to force the boundary layer to separate
from the tunnel walls and form the closed separation bubble shownin the fig-
ure. Note that this is a two-dimensional slice through a highly three-
dimensional flow field that exists in the corner region.

Both the Mach1.3 and 1.6 shock - boundary-layer interaction flow fields
were surveyed in detail using nonintrusive laser anemometry(ref. 13). Results
are shownin figure ii for the Mach 1.6 case in two different planes within the
flow field. The top set of Machcontours illustrates the nature of the flow
field in a cross plane downstreamof the shock. The lower set of Machcontours
shows the development of the flow field within a vertical plane passing through
the centerline of the test section. The separated region in the vicinity of
the initial interaction causes the actual flow area to contract downstreamof
the initial shock, leading to a reacceleration of the flow to supersonic Mach
numbers. The flow then shocks downagain, reaccelerates again because of the
thickened boundary layer, and finally shocks downone last time.
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In the lower portion of figure 12, the lower portion of figure Ii is
repeated, that is, Machcontours as measuredwith laser anemometryin a verti-
cal plane passing through the centerline of the test section at Mach 1.6. The
upper portion of figure 12 is a two-dimensional Navier-Stokes computation of
the sameflow field. Although the computation captures fairly well the initial
portions of the flow in the vicinity of the first shock, in the downstream
regions, none of the flow physics are adequately represented in the computa-

tion. This result is expected, of course, since the experimental results have

shown the strong three-dimensional character of the flow. This comparison

points out the need for three-dimensional computational methods for computing

such flow fields.

Figure 13 is a frame from a film that illustrates the additional insight

and understanding that can be obtained from setting in motion a three-

dimensional contour representation of the flow field. The graphics package

used to generate the film was actually developed for presenting computational

results. The experimental laser anemometry data sets were modified to a format

that was acceptable to the graphics software. The researcher can rotate the

image, adjust the rate of rotation, and select the axis of rotation while sit-

ting at the display console. One gains a perspective from these rotating

images much more quickly than one would by looking at a series of two-

dimensional or even three-dimensional plots.

SHEAR LAYER CONTROL

Vortex Generators

The first aspect of shear layer control, boundary layer control, is illus-

trated by describing the vortex generator research program.

Figure 14 illustrates a research model and facility that were used in an

experiment to assess the performance of vortex generators in a diffusing offset

duct (ref. 14). The duct had a length-to-diameter ratio of 5.0, an offset-to-

diameter ratio of 1.34, and an exit-to-inlet area ratio of 1.50. Initial

experiments with the duct identified the location of a separated flow region

as shown by the surface oil streak photograph. Vortex generators were then

added to the duct surface just upstream of the separated region to control the

separation.

A comparison of total pressure contours at various locations down the

length of the duct with the vortex generators in place is shown in figure 15.

The experimental data were obtained by surveying the flow field with a total

pressure probe. The computational results are from the three-dimensional PNS

method. The method includes a model for the vortex generators that allows one

to position the individual generators anywhere within the duct and permits an

adjustment to the strength of the vortex based on an empirical relationship

with the vortex generator angle of attack (ref. 15).

Enhanced Jet Mixing

Another aspect of the shear layer control, the use of aerodynamic excita-

tion to control the development and evolution of large-scale structures in a
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shear layer, is illustrated by describing the enhanced jet mixing research pro-

gram. Other shear layer control work, using aerodynamic excitation, is

described in references 16 to 31.

The mixing process between a jet and the surrounding air flow can be

enhanced through use of aerodynamic excitation as illustrated in figure 16.

The naturally occurring flow structure of the jet mixing process is shown in

the left-hand schlieren photograph. By applying an excitation signal at the

proper frequency, here by use of acoustic drivers upstream of the jet exit

plane, the naturally occurring large-scale structures within the mixing layer

are regularized and enhanced and lead to a more rapid mixing process as illus-

trated in the right-hand photograph.

Results of an axisymmetric Navier-Stokes computation of a jet flow exiting

into a quiescent region are shown in figure 17 (ref. 32). The jet exit Mach

number is 0.3, and the results are shown in terms of vorticity contours. Two

cases are shown - an unexcited case on the left side, and an excited case on the

right side. For the excited case, the excitation signal is applied at a fre-

quency chosen to maximize the development and growth of the large-scale struc-

tures. In both cases, results of the computation are shown at three different

times. Also for both cases, lines are drawn through the centers of the large-

scale vortices to illustrate how they propagate downstream. Note that with

excitation applied at the proper frequency, adjacent vortices combine or pair

to form a single larger vortex, which, in turn, has the effect of more rapidly

mixing the jet flow with the surrounding quiescent flow.

The effect of excitation on the jet mixing process for a jet having an

exit Mach number of 0.3 and an initial turbulence level of 0.15 percent is

shown in figure 18. The results were obtained in an experiment wherein both

the frequency and the level of the excitation signal could be varied (ref. 33).

The results show how the ratio of centerline velocity for the excited case to

that of the unexcited case varies as the level of the excitation is increased

at a fixed frequency. The measurements are made nine jet diameters downstream

of the nozzle exit plane. As in the previous figure, the excitation frequency

has been selected to provide the maximum degree of mixing enhancement. As

indicated, the effect of the excitation is quite significant with, in this

case, a reduction in centerline velocity of about 16 percent at the maximum
available excitation level of 130 dB.

The internal fluid mechanics research program in inlets, ducts, and noz-

zles is a balanced effort between the development of computational tools and

the conduct of experimental research. The program has been briefly described

by highlighting research efforts in highly three-dimensional flow fields,

shock - boundary-layer interactions, and shear layer control. Much of the com-

putational focus up until now has been on the development and validation of

parabolized Navier-Stokes methods. More recently, and in the future, more

emphasis will be placed on the developmentand validation of three-dimensional

Navier-Stokes methods. The experimental element of the program will continue

to provide a fundamental understanding of the fluid flow physics, develop new

and/or improved flow models, and to provide benchmark data sets for computa-

tional method validation of both the parabolized and full Navier-Stokes
methods.
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Figure 2. - Elements
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of inlet, duct, and nozzle research program.
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COMPUTATIONAL METHODS
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(6) EXPERIMENTS (1) TO (5)
(7) SEPARATION FLOW PHYSICS
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Figure 3. - Approach to research program in inlets, ducts, and nozzles.
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Figure 4. - Three-dimensional PNS computational results for transition duct

(duct exit aspect ratio (width/height), 3.0; duct length to inlet diameter

ratio, 1.5; duct exit-to-inlet area ratio, 1.0),

167



LENGTH
RATIO,

UD

/
/

I I I I
2 4 6 8

ASPECT RATIO, AR

I
10

CD-87-29859

Figure 5. - Three-dimensional PNS computations of transition duct separation

characteristics (transition duct exit-to-inlet area ratio, 1.0).
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Figure 6. - Transition duct aerodynamic experiments.
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Figure 7. - Transition duct aerodynamic results (duct Mach number, 0.5).
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Figure 8. - Transition duct heat-transfer experiments.
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Transition duct heat-transfer results.
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Figure I0. - Normal shock - boundary-layer interaction experiments.
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Figure ii. - Results of laser anemometer measurements for normal shock -

boundary-layer interaction at Mach 1.6.
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Figure 12. - Comparison of LDV experiment and two-dimensional Navier-Stokes
calculation for Mach 1.6 normal shock - boundary-layer interaction.
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CD_7-29867

Figure 13. - Frame from film showing laser anemometry results of normal shock

- boundary-layer interaction.

EXPERIMENT SETUP SURFACE OIL STREAKS
WITHOUT VORTEX GENERATORS
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VORTEX GENERATORS

Figure 14. - Vortex generators in diffusing offset duct (duct

length-to-diameter ratio, 5.0; duct offset-to-diameter ratio, 1.34; duct

exit-to-inlet area ratio, 1.50).
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Figure 15. - Comparison of analysis and experiment for vortex generators in

diffusing offset duct (total pressure contours at duct Mach number of 0.6).
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Figure 16. - Enhanced jet mixing through excitation of coherent large-scale

turbulence.
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Figure 17. - Navier-Stokes computational results showing effect of excitation

on jet shear layer evolution (vorticity contours at jet Mach number of 0.3).
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Figure 18. - Experimental results showing effect of excitation on jet mixing

(jet exit Mach number, 0.3; jet exit turbulence, 0.15 percent).
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